
OPERATING INSTRUCTIONS

SLINGSHOT

PSS- 200 / 210

1. Open lid as shown.

2. Insert batteries (3x LR44) as shown 
on lid.

3. Close lid

1. Use hex key to adjust Laser 
as shown on pictures. 

1. To load the auto feed system 
please press the button as 
shown.

2. Load ammo.

3. To dispense ammo hold the 
slingshot upright and press the 
button.

BATTERIES

LASER ADJUSTMENT

AUTO-FEED SYSTEM
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SAFETY INSTRUCTIONS  

Important: THIS IS NOT A TOY

Parental guidance is recommended      
for minors.

1. Never aim at people or animals.
2. Do not shoot at hard surfaces from
 which projectiles can ricochet.
3. Remove the powerbands if they 
 harden or  become brittle.
4. Before shooting, always make sure 
 that the bands are in perfect
 condition.
5. Use protective eyewear.

Important:
1. Never point the laser beam at people.
2. Do not look into the direct beam or a  
 reflection.
3. If light from the laser hits your eyes,
 close them and turn your head away 
 from the source.
4. Manipulation of the laser device is
 not permitted.
5. Keep these instructions in a safe 
 place and pass them on to the next 
 user if the laser device changes 
 hands.

LASER RADIATION!
DO NOT STARE INTO THE BEAM!

CLASS 2 LASER 
< 1 mW · 650 nm
EN 60825-1:2014

Declaration of compliance 

UMAREX GmbH & Co. KG hereby confirms that this product 
was manufactured and tested in conformity with the stan-
dards, directives and normative documents currently applicable 
in the EU (as of Dec. 2017).

Safety instructions, additional information and data sheets
for this product can be downloaded from our website at
www.umarex.de.

We reserve the right to make color and design changes and 
technical improvements. No responsibility is accepeted for 
printing errors or incorrect information.
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BEDIENUNGSANLEITUNG

SLINGSHOT

PSS- 200 / 210

1. Deckel aufklappen.

2. Batterien (3x LR44) wie im 
Deckel gezeigt einlegen.

3. Deckel zuklappen.

1. Laser wie gezeigt mit 
Sechskantschlüssel justieren. 

1. Zum Befüllen der 
Reservekammer Knopf wie 
gezeigt drücken.

2. Munition laden.

3. Zur Ausgabe der Munition 
Schleuder aufrecht halten und 
Knopf drücken.

BATTERIEN

LASER JUSTIEREN

AUTO-FEED SYSTEM
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SICHERHEITSHINWEISE 

Wichtig: KEIN SPIELZEUG

Die Aufsicht von Erwachsenen
wird empfohlen.

1.   Nicht auf andere Personen oder    
Tiere zielen.

2. Nicht auf harte Oberflächen  
 schießen, wo die Geschosse ab- 
 prallen können.
3.  Entfernen Sie harte, spröde Bänder.
4.  Stellen Sie vor jedem Schuss sicher, 

dass die Bänder in einwandfreiem 
Zustand sind.

5. Schutzbrille tragen!

Achtung:
1. Den Laserstrahl nicht auf
 Personen richten.
2. Nicht in den direkten oder   
 reflektierten Strahl blicken. 
3. Falls Laserstrahlung ins Auge 
 trifft, sind die Augen bewusst zu
 schließen und der Kopf
 sofort aus dem Strahl zu bewegen.
4. Manipulationen (Änderungen) an der  
 Lasereinrichtung sind unzulässig.
5. Diese Gebrauchsanleitung ist
 aufzubewahren und bei Weitergabe
 der Lasereinrichtung mitzugeben.
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Konformitätserklärung

Die Firma UMAREX GmbH & Co.KG bestätigt hiermit, dass 
dieses Produkt in Übereinstimmung mit den derzeit in der EU 
geltenden Standards, Richtlinien oder Normen hergestellt und 
geprüft wurde (Stand 12.2017)

Für nähere Informationen, Sicherheits- und Zusatzhinweise, 
sowie Datenblätter zum Download für dieses Produkt,
besuchen Sie unsere Hompage www.umarex.de

Änderungen in Farbe und Design, sowie technische Verbes-
serungen, Druckfehler und Irrtum vorbehalten. Alle Angaben 
ohne Gewähr.

LASERSTRAHLUNG!
NICHT IN DEN STRAHL BLICKEN!

LASER KLASSE 2
< 1 mW · 650 nm
EN 60825-1:2014


